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ABSTRACT 

We present a description and analysis of the German WW2 bistatic radar system Klein 

Heidelberg.  A brief account is given of the nature of the electronic war between the Allied 

bomber aircraft and the German air defence system, to show the context in which the Klein 

Heidelberg system evolved.  This is followed by a description of the development of Klein 

Heidelberg, a technical description, and an assessment of its performance.  Next, a discussion 

of its operational significance, of what happened after WW2, and finally some conclusions and 

some lessons learned that may be relevant to the development of present-day bistatic radar 

systems.  In particular, we show that its performance was impressive, yielding detection ranges 

of Allied bombers in excess of 300 km, but that it became operational too late to make any 

significant difference to the course of WW2. 

 

 

 

1. CONTEXT  

The term bistatic refers to a radar in which the transmitter and receiver are in separate locations 

(Figure 1).  In practice this means that they are separated by a considerable distance, usually 

understood to be of the order of the target range, so as to distinguish it from smaller separations 

designed only for receiver isolation from the transmit signal, and this gives bistatic radars some 

different and distinct properties compared to conventional monostatic radars [2, 3].  Bistatic 

radar is presently a subject of significant interest and research in many countries worldwide, 

which is reflected in the large volume of publications in academic journals and at conferences.  

The purpose of this piece is to present and analyse information on a German WW2 bistatic 
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radar system called Klein Heidelberg (hereafter denoted KH) which was used to enhance 

German air defences by exploiting transmissions from the British Chain Home (CH) radar 

transmitter, as shown in Figure 1.  Whilst some scattered information about this system has 

been known for many years, recently-discovered material has greatly increased our knowledge 

about KH and its performance, and the relevance to present-day systems means that this 

discussion may be timely. 

This account begins with a review of the properties of bistatic radar, to explain the present 

interest and to set the context for what follows.  Next we give a short summary of German WW2 

air defence radar and electronic warfare.  This is followed by an updated account of the 

development of KH, a technical description, and an assessment of its performance.  We then 

discuss its operational significance during WW2, what happened after WW2, and finally we 

present some conclusions and lessons learned, particularly with respect to present-day bistatic 

radar systems. 

 

 
 

Figure 1.  Bistatic radar. Many of the properties are a function of the bistatic triangle formed by 
the transmitter, target and receiver. 

 

 

Properties of bistatic radar 

The transmitter and receiver of a bistatic radar are purposely separated in order to achieve a 

technical, operational or cost benefit when compared to other sensors, including monostatic 

radars. 

An example of the technical benefit is to improve target location accuracy by (a) using a 

multistatic configuration consisting of multiple transmitters and/or receivers, again separated by 

considerable distances, such that the geometric dilution of precision (GDOP) is improved, or (b) 
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increasing the bistatic angle in semiactive homing missile end-game engagements thereby 

reducing target glint [3]. 

Examples of the operational benefit are (a) covert operation against emitter locators, jammers 

and antiradiation missiles by exploiting ambient transmissions in the environment, including 

those from radars, television and radio broadcast transmitters, and satellites, (b) in conjunction 

with (a), operating as a stealth trap, by exploiting VHF ambient transmissions to covertly detect 

stealthy vehicles in their RCS resonance region, (c) countering high gain, retrodirective jamming 

by locating the receiver outside the retro-jammerôs main beam, and (d) placing just the light-

weight, low-cost receiver on satellites, planetary probes or small air vehicles for short range 

surveillance [3]. 

Examples of the cost benefit are (a) again exploiting ambient transmissions to avoid dedicated 

transmitter volume, weight, and cost penalties in the radar system, and (b) exploiting existing 

data links, including the Global Positioning System (GPS), to provide suitable timing and phase-

stable references for all elements in the bistatic system [3]. 

Applications that exploit these benefits include: 

(i) Satellite tracking (the SPASUR legacy niche) 

(ii) Efficient, low cost scientific measurements of: 

ï Planets 

ï Ionosphere 

ï Wind 

(iii) Short range intelligence surveillance  

(iv) Air and surface surveillance  

(v) Attack warning and cueing 

(vi) Counter-ARM / ECM / ESM 

(vii)  RF stealth adjunct 

These applications, along with their developments, are detailed in [3].  The first two applications, 

satellite tracking and scientific measurements, have reached operational deployment, with the 

legacy of all bistatic radar systems represented by the Space Surveillance System (SPASUR), a 

multistatic interferometric radar fence deployed in the U.S. for satellite location, starting in 1958 

and continuing to the time of this writing.  The third application, intelligence surveillance, 

remains shrouded in official channels, but publication of two major chapters in [3], Spotlight 

Synthetic Aperture Radar and Adaptive Moving Target Indication, suggests that the subject is 

receiving considerable military funding.  The last four applications have been analysed, 

developed and in most cases tested by the military, but have not been widely deployed ï if 

deployed at all.  Potential reasons for this include (a) threats either were not deployed or if 

deployed were not severe enough to warrant countermeasures, (b) lower cost systems were 

found to be sufficient countermeasures, or (c) technology was not available, too cumbersome, 

or too expensive to implement the application.  One early ï and truly unique ï exception to the 

fourth, fifth and sixth applications is KH, the subject of this piece. 
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Bistatic radar actually has a long and fascinating history.  Some of the first radar experiments 

were bistatic, using forward scatter ófencesô to detect aircraft [2, 3].  Since then, interest has 

varied cyclically, with resurgences having a period of 15-20 years over the past seventy years, 

putting us into a third cycle.  And there is now good reason to believe that the technology is 

available to economically implement the applications listed above ï given the operational 

requirements to do so. 

KH was the first hitchhiker.  A hitchhiker is a bistatic receiver operating with the transmitter of a 

separate and usually independent monostatic radar.  The monostatic radar can be friendly or 

hostile, and in the case of KH was hostile.  The hitchhiker can be considered for all but the first 

of the seven applications.  The term óhitchhikerô was coined in the U.S. in the 1970s and, sadly, 

with scant knowledge of past bistatic radar developments, including Klein Heidelberg.  However, 

it is now generally understood and accepted in most radar communities. 

Klein Heidelberg or Klein HeidelbergïParasit, to give it its full name, was developed by the 

Germans in WW2 for long-range air surveillance in the presence of ECM and ESM (applications 

iv and vi), as an adjunct to their Kammhuber Line.  Six KH receivers were deployed along the 

Dutch, Belgian and French side of the English Channel and North Sea, all of which hitchhiked 

off the British Chain Home (CH) transmitters.  Its principal benefit was covert and thus un-

jammed operation in response to Allied jamming and chaff deployed against the VHF/UHF 

monostatic radars in the Kammhuber Line.  Emitter locators were countered as well. 

Furthermore, this type of hostile hitchhiking discouraged deploying conventional ECM against 

KH since it would also degrade the performance of CH. 

Until recently, little was known about KHôs characteristics and antenna configuration, the 

number deployed and its effectiveness in aiding German surveillance of allied bombing raids 

from England.  However, some more recently-discovered documents [4, 5, 6] have provided 

substantially more information.  This paper summarizes the new information and assesses the 

rationale for developing KH and its resulting effectiveness. 

So why be concerned with such an ancient and obscure military artefact?  To quote George 

Santayana, óThose who cannot learn from history are doomed to repeat itô.  Thus, such historical 

studies may allow us to understand how the originators of particular ideas were inspired and 

how their sparks of genius were generated.  Many modern ideas that we suppose to be original 

were actually first conceived many years ago.  Equally, it may be that ideas from the past, which 

did not succeed because the necessary technology was not available, may now be more 

promising ï as with the case of bistatic radars. 

 

 

2. HISTORICAL PERSPECTIVE OF GERMAN AIR DEFENCE RADAR  AND ELECTRONIC 

WARFARE 

To understand the origins of KH it is necessary to understand something of the cat-and-mouse 

game of countermeasures and counter-countermeasures used by both sides in the battle 
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between Allied bombers and German air defence in WW2.  These were essentially the origins of 

Electronic Warfare [7, 8]. 

 

German WW2 air defence radars 

German air defence early warning radar was based initially on the FREYA equipment [9, 10, 

11], operating at a frequency around 120 ï 130 MHz.  FREYA used array antennas and lobe-

switching to improve horizontal accuracy.  FREYA radars were in service right from the 

beginning of the War and a number of different types were developed over the course of the 

War. 

Subsequently MAMMUT (óHoardingô) and WASSERMANN (óChimneyô) early warning radars 

were developed from óstackedô FREYAs, using more or less the same basic hardware but 

larger, higher-gain antennas, with the first ones of both types going into service in 1942.  

MAMMUT used essentially 16 FREYA antennas arranged in an array 30 m across × 10 m high 

with electrical beam steering over ±50° using helical lines as phase shifters, and 200 kW peak 

power.  The WASSERMANN array of 8 or more FREYA antennas was 60 m high and was 

rotatable, with 100 kW peak power [9, 10, 11].  Another FREYA-derivative, the JAGDSCHLOSS 

(óHunting Lodgeô), was developed towards the end of the War.  It used a scanning antenna 20 m 

wide rotating at 10 rpm and a plan-position-indicator (PPI) display, as well as a slightly higher 

frequency.  The PPI display information could be sent by land line or radio link (a scheme 

known as Landbriefträger). 

German ground-based fighter control used radars called WÜRZBURG (originally developed for 

gun-laying), and later WÜRZBURG-RIESE (Giant Würzburg ï with a larger dish antenna and 

hence longer range), operating in the frequency band around 560 MHz.  Airborne intercept was 

a later development for night fighting aircraft, which made use of a radar called LICHTENSTEIN, 

operating either around 490 MHz (LICHTENSTEIN B/C) or 80 MHz (LICHTENSTEIN SN2), with 

four sets of dipole antennas mounted on the nose of the aircraft. 

Figure 2 depicts the various types of German WW2 air defence radars. 

Several sources, including the Bruneval Raid (27/28 February 1942) in which British Special 

Forces mounted an audacious raid on a German radar installation on the north coast of France 

to capture parts of a WÜRZBURG radar and bring them back for analysis, showed that German 

radars were rather better engineered than British ones.  Reference [12], which is based on a 

first-hand inspection of German radar equipment and its crews in Denmark after the War, states 

that: 

From an engineering standpoint the mechanical construction of the vast aerial arrays used 

in the ELEFANT and WASSERMANN was excellent.  Light alloys had been used 

extensively to reduce the weight of these enormous erections without impairing their 

strength, and the robustness of the turning gear and absence of back-lash on all equipment 

was most impressive.  The high quality of the electrical engineering was demonstrated by 

the efficient aerial feeder systems on all equipments, by the ingenious phase shifters for 
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electrical beam swinging on the WASSERMANN and MAMMUT and by the facilities for 

rapid change of frequency without appreciable loss of sensitivity on the WASSERMANN M2. 

 

 
 

 

Figure 2.  German WW2 air defence radars (Svejgaard [55]). 
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Their radar operators, though, were not so well trained, and the comfort of the operators does 

not seem to have been a high priority.  R.V. Jones [7] describes that the radar operator captured 

in the Bruneval Raid, although very co-operative under interrogation, was of low technical 

competence and in fact up to that point in the War had spent more time in jail that out of it.  

When, after the War, in a conversation with General Martini (Head of German Signals and 

Radar) Jones had commented on this, Martini responded that his demands for staff were 

treated with low priority and that he had to make do with personnel regarded as unsuitable for 

other roles.  Furthermore, the Germans were unable to draw on the skills and experience of 

amateur radio operators, since this had been banned by Hitler before the War.  Another source 

[13] states that that the operators of the FREYA-LZ radar had to enter the cabin in a particular 

order, since once inside there was no room for one operator to pass another.  Emphatic 

confirmation of all of this is provided in the report on Exercise POST MORTEM [12], discussed 

later in this section, which reports that: 

In designing the radar control cabins little attention had been paid to the comfort of the 

operating crews.  The ventilation, lighting and seating on many of the equipments could 

hardly have been worse.  The operators, working under these unsavoury conditions, 

compared unfavourably in their standards of intelligence, training, operating discipline and 

initiative with British crews. 

As well as FREYA, MAMMUT, WASSERMANN and JAGDSCHLOSS a large HF radar called 

ELEFANT was installed in the Netherlands, and subsequently a version called SEE-ELEFANT 

on the island of Rømø off the west coast of Denmark [14, 15, 16].  They have been confused 

with KH, in part due to physical similarities in the receiving antenna.  However they were 

separate developments.  The ELEFANTs are described in more detail in Appendix A. 

 

German WW2 air defence system 

The German air defence system consisted of a network of radar stations, each known as a 

Stellung (site) and denoted by the codename of an animal, bird, fish or flower, with the initial 

letter corresponding to that of a nearby town or village.  These were designated as first-order, 

second-order, or third-order sites.  The third-order Stellungen reported information using coded 

radio transmissions to first-order Stellungen; the second-order Stellungen formed an air picture 

and transmitted that to first-order Stellungen.  The first-order Stellungen combined their own 

information with that from the second- and third-order Stellungen, filtered out friendly aircraft 

detections, and transmitted the information on to a Himmelbett Operations Room.  Here the 

overall picture was assembled, and the information passed back to the first-, second- and third-

order Stellungen.  The radar information was supplemented by visual observers and reports 

from radio interception stations.  The whole was organised in a layered scheme of zones called 

the Kammhuber Line2.  Figure 3 shows the locations of Stellungen in north-west Europe. 

Later on the German night-fighters adopted Wilde Sau (Wild Boar) tactics, in which fighters 

operated individually, relying solely on data from the LICHTENSTEIN radar coupled with the 
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pilotôs initiative and judgement, in contrast to the Zahme Sau (Tame Boar) tactics where fighters 

were guided by ground control to specific bomber targets. 

 

British and German countermeasures and counter-countermeasures 

As soon as British scientists learned about the German air defence system, principally from 

decoded communications intercepts and from interception of the radar signals themselves, they 

set about devising jamming and deception techniques.  The story is splendidly and 

authoritatively told in R.V. Jonesôs book Most Secret War [7].  One of the first jammers was 

MANDREL, a low-power (~2W) noise barrage jammer employed against FREYA and its 

derivatives, introduced early in December 1942, and carried either by Stirling bombers of 199 

Squadron (self-screening) or by Defiant aircraft of 515 Squadron (stand-off).  When MANDREL 

was introduced, Bomber Command losses (expressed in losses per 3,000 sorties) fell 

significantly (Figure 4) [11, 17].  This plot also shows the dates of introduction of some of the 

other countermeasures, and shows that in general, each countermeasure had an immediate 

effect which lasted for a few weeks until the Germans developed an appropriate counter-

countermeasure or tactic. 

 

 
 

Figure 3.  Map of Luftwaffe radar sites (Stellungen) in north-west Europe (Svejgaard [54]). 

 

In response the Germans widened the band over which FREYA could operate, first to 120 ï 140 

MHz then to 120 ï 160 MHz, and ultimately even wider.  Thus the frequency coverage of 

MANDREL had to be increased accordingly.  Also, automatic on-off switching of MANDREL was 
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incorporated to attempt to prevent the enemy from homing on the jammer signal.  MANDREL 

SCREEN [12, 17] was a more sophisticated implementation of MANDREL, introduced in June 

1944 (171 and 199 Squadrons), with pairs of jamming aircraft working together to give full 

coverage of the band which by then had widened considerably.  MANDREL was only one of a 

range of countermeasures; others included JOSTLE (high power jamming of communications), 

AIRBORNE CIGAR (spot frequency jamming of VHF communications), PIPERACK (jamming of 

AI radar) and CARPET (jamming of WÜRZBURG) [12]. 

German scientists developed their own countermeasures and counter-countermeasures, many 

of which were ingenious and sophisticated, including intercept receivers for the H2S radar 

transmissions of the British bomber aircraft, devices to trigger the Identification Friend or Foe 

(IFF) of the bomber aircraft to give away their position (FREYA-FLAMME), as well as devices to 

distinguish aircraft from chaff on the basis of Doppler (WURZLAUS, FREYA-LAUS, 

WASSERFLOH) and on the basis of the modulation of echoes by aircraft propellors 

(NÜRNBERG) [18]. 

 

 

 
 

Figure 4.  Plot of RAF Bomber Command losses in WW2 (from [17]; also reproduced in [11]).  
The horizontal axis is scaled per 3,000 sorties.  Also shown are the dates of introduction of 

various Allied countermeasures.  The losses shows a sharp drop around June 1944, after which 
the Germans lost the use of their radar stations in France and Belgium as they were recaptured 
by the advancing Allied forces.  Also shown (red arrows) are the dates by which the first KH was 

operational (December 1943) and by which three KHs were operational (summer 1944). 
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Both sides, independently, had developed chaff as a means of generating a large false target 

from scattered strips of aluminium foil of length corresponding to half the wavelength of the 

victim radar [19].  In the UK much of this work had been done by Joan Curran, who was the only 

female scientist at TRE, and a rather remarkable woman3.  The scheme was given the 

codename WINDOW by A.P. Rowe, the Superintendent of TRE, as a randomly-chosen name 

that bore no relation to its true meaning.  However, it had been realised that as soon as Window 

was deployed, the Germans would find the aluminium strips, immediately understand the 

principles and likely use it against Allied radars ï which at the time had no counter-

countermeasures against chaff.  Churchill therefore did not allow the use of Window until the 

bombing raids on Hamburg, 23-27 July 1943 (Operation GOMORRAH).  But in fact German 

scientists had already discovered the same principle in early 1940 (known as DÜPPEL4), and 

kept it highly secret on the orders of Goering, for exactly the same reasons.  There is also 

evidence that it had also been discovered by Japanese scientists (it was known as giman-shi ï 

literally ódeceiving paperô) and used in May 1943 to jam American SCR-268 radars during a raid 

on Guadalcanal [10]. 

 

Exercise Post Mortem 

POST MORTEM [11, 12] was an exercise carried out by the Royal Air Force in June and July 

1945 immediately after the end of WW2 in Europe (8 May 1945), against the German air 

defence system in Denmark and Schleswig-Holstein, which had been captured largely intact.  

Its purpose was to evaluate the effectiveness of different types and combinations of 

countermeasures.  The radars, signals interception (Y-Dienst), observer corps, and the 

operations rooms, were manned by their German crews, who were surprisingly cooperative and 

seemed eager to demonstrate the efficiency of their system ï particularly the more senior 

personnel [12] ï although Brown [11] records that the Blitzmädel plotters (equivalent to WAAFs) 

in the operations room at Grove were not so cooperative because one of their number had been 

assaulted (or at least, propositioned) by a British soldier who was present in the operations 

room. 

A total of fourteen exercises were planned, of which 11 were flown, with three cancelled due to 

bad weather, and the first used no countermeasures as a reference against which to compare 

the others.  The raids were substantial, with seven of them involving more than 200 heavy 

bombers, and were carried out in daylight. 

The exercise would have provided a unique opportunity to observe at first hand the German 

radars being operated by their crews and to assess the performance of the radars and the air 

defence system as a whole.  It also showed that the effectiveness of MANDREL, and of Radio 

Countermeasures (RCM) in general, were by no means total. 

 

                                                           
3
 She had studied at Cambridge University in the days before degrees were awarded there to female students (which 

would not be till 1948), and she had rowed in the first Womenôs Boat Race in 1935. 
4
 Düppel was the name of the location, near Berlin, of the Telefunken laboratories [24].  It is a coincidence that it 

sounds rather like the English word ódipoleô. 



11 

3. HOW KH WAS DEVELOPED ï EARLY EXPERIMENTS 

When German radar scientists realised that Allied Radio Countermeasures could seriously 

degrade their air defence system, they needed to develop counter-RCM /ECM techniques.  The 

KH story begins with that finding and their discovery of British Chain Home radars. 

 

Chain Home 

Chain Home (CH) formed the backbone of the UKôs air defence in WW2, and was a major factor 

in the victory of the Royal Air Force in the Battle of Britain since it helped to ensure that the 

limited RAF fighter resources were deployed in the right place at the right time.  It had been 

developed by scientists and engineers working under Sir Robert Watson-Watt, after the Air 

Ministry had been persuaded to fund its development and construction following the success of 

the óDaventry Experimentô on 26 February1935 [9, 20].  In many respects it was a óbrute forceô 

approach to radar, making use of existing technology, and using low broadcast frequencies at 

HF (20 ï 30 MHz), separate transmit and receive antenna arrays (for isolation) and fixed, broad-

beamwidth ófloodlightô transmit illumination.  It used a high peak power (350 kW, later 750 kW) 

pulse of 20 ɛs duration, and a very low (25 or 12.5 Hz) pulse repetition frequency locked to the 

frequency of the power grid so that all CH stations were synchronized to avoid mutual 

interference.  The receive antenna array consisting of stacked orthogonal, half-wave dipoles for 

azimuth and elevation angle estimates and null filling, mounted on wooden towers at a height of 

215 ft above the ground, with direction- and height-finding performed by a goniometer (Figure 5) 

[9, 20, 21]. 

Despite the relatively basic technology, as a system to deliver an early warning capability CH 

was certainly very effective.  Neale [21] notes that much of the success of CH was due to the 

high level of skill of the radar operators, particularly the WAAFs (Womenôs Auxiliary Air Force) ï 

in contrast to that of the operators of German radars. 

 

Klein Heidelberg 

On 2/3 August 1939, one month before the outbreak of WW2, a Graf Zeppelin airship (LZ-130) 

with signal interception equipment flew an electronic intelligence-gathering mission up the North 

Sea.  It observed the Chain Home radar stations and intercepted their transmissions ï although 

the Germans identified the low frequency and low pulse repetition frequency of these radars as 

radio-navigation aids and concluded that the British had no air defence radar capability [11, 20, 

22].  But about one year later, in August 1940, the CH sites were identified as surveillance 

radars with their quite unique floodlight illumination5.  They were then subjected to bombing and 

                                                           
5
 This fixed beam, floodlight illumination of Chain Home is key to the concept of Klein Heidelberg, since if Chain 

Home had used a scanning, directional beam it would have been necessary for the Klein Heidelberg antenna to 

synchronize the pointing direction of its beam to that of Chain Home, which is both inefficient and complicated.  It 

was eventually solved by a technique called pulse chasing, which requires ultra-fast beam switching or scanning [3], 

and was far beyond capabilities available in WW2. 
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jamming, though this only lasted for a few months and was largely ineffective [20, 22].  This one 

year delay turns out to be a critical factor in assessing the utility of KH in the Kammhuber Line. 

 

 

Figure 5.  CHAIN HOME (Neale [21]; the photograph is of the CH at Poling in Sussex [23]). 
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These observations, coupled later with the realisation of the need to devise an early warning 

radar that did not suffer from the various Allied countermeasures, led Dipl.-Ing Wächter of the 

Telefunken company to conclude that it ought to be possible to build a completely passive radar 

receiver that used the British Chain Home signals as its illuminating source.  Because such a 

receiver radiated no signal it would be undetectable by British intercept receivers, and thus be 

far less susceptible to jamming or to chaff.  Further, even when discovered, the use of jamming 

or chaff would have upset the operation of the Chain Home system itself.  Figure 6, adapted 

from Hoffmannôs book which was published in 1965 [24], shows the basic principle. 

Some information on Wªchterôs background and on the initial experiments is provided by 

Trenkle [25].  Apart from this and British intelligence reports, which were highly classified till 

their release after a period of 30 years, there is little published information on Klein Heidelberg. 

 

 
 

Figure 6.  Diagram of the principle of Klein Heidelberg showing a KH receiver at Oostvoorne 
using a transmission from a CH radar at Dover.  A measurement of the bistatic range RT + RR 

defines an ellipse on which the target lies (adapted from Hoffmann [24]). 

 

Trenkle provides the following historical perspective.  The basic scheme was developed by 

Telefunken in 1942 in co-operation with the Central Research Establishment of the RPZ6.  A 

number of research models were tried, for example near Cherbourg in 1942/43.  Reference [6] 

describes some preliminary trials at the jammer station NACHTFALTER (óMothô) on Mont 

Couple between Calais and Boulogne7.  The trials station had a primitive D/F (Direction Finding) 

                                                           
6
 Reichspostzentralamt (German Post Office). 

7
 Bauer notes that this site also housed the main jamming equipment used against British radars during the decisive 

Channel Dash of 12 February 1942 (Operation CERBERUS) in which the German battlecruisers Scharnhorst, 

Gneisenau and the heavy cruiser Prinz Eugen escaped from the French port of Brest through the English Channel to 

their home base in Germany. 
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array using just two dipoles, but a larger antenna (with higher gain and higher directivity) was 

then developed for the full system. 

Figure 6 and the brief paragraphs by Hoffmann [24], Trenkle [25] and Price [8] represent the 

available information about KH up to 1980.  Furthermore, a detailed and comprehensive 1978 

description of the German night fighter force in WW2 [18] makes no mention of KH.  So up to 

this time it had generated virtually no interest in the air defence community, and only passing 

interest in the (more limited) bistatic radar community. 

The state of KH information significantly expanded starting in the mid 1990s and continuing into 

the 21st Century.  Specifically, Goebel [10], Brown [11], Svejgaard [26], and a number of WW2 

British intelligence reports, most notably the reports in late 1944 of the interrogation of two 

German KH operators [4, 5], shed new light on KH equipment, operation, performance and 

deployment, including photographs and drawings.  We now know that six KH sites were 

deployed along the coast of France, Belgium and The Netherlands, and that their detection 

range could exceed 300 km, sometimes 400 km.  The following paragraphs summarize this new 

information. 

 

 
 

Figure 7.  Map showing the locations of the six Klein Heidelberg Stellungen (Svejgaard [26]). 
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Figure 8.  The Klein Heidelberg at TAUSENDFÜSSLER (Cherbourg).  In this installation the 
Wassermann-S antenna was retained on the rear side of the KH array. In both pictures, but 
particularly the lower one, substantial damage is evident to the antenna, the tower and the 

bunker (Conseil Régional de Basse-Normandie / US National Archives). 
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Figure 9.  The second Klein Heidelberg, at BIBER (Oostvoorne). In this installation the 
Wassermann-S antenna is absent. The lower picture shows an expanded view in which the 

dipole elements and the wire mesh reflector are visible (© Jeroen Rijpsma). 
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The first Klein Heidelberg system was established at Boulogne (Stellung BULLDOGGE) by a 

detachment of the Luftwaffe Air Signals Experimental Regiment and was operational towards 

the end of 1943.  With this system, Allied aircraft could be detected when still over England, and 

could be followed all the way to Germany [6].  As a result a second system was then 

established at Oostvoorne in the Netherlands (BIBER), becoming operational in Spring of 1944, 

and then subsequently four more at Vaudricourt (SKORPION), Oostende in Belgium 

(BREMSE), Cap dôAntifer (AUERHAHN) and Cherbourg (TAUSENDFÜSSLER).  Figure 7 

shows the locations of these Stellungen.  In each case the antenna was mounted on the tower 

of a WASSERMANN-S radar (Figure 8), and made use of the L480 bunker of the 

WASSERMANN, though in at least two cases (BIBER and SKORPION) the WASSERMANN 

antenna was absent (Figure 9).  Figure 10 shows a plan view of the L480 bunker, in this case 

from Stellung BIBER [27]. 

Figure 11 shows an aerial photograph (exact date unknown) of the area around the first KH, at 

Boulogne.  The feature at the right-hand corner of the picture is the Colonne de la Grande 

Armée: a monument to Napoleon which might be considered to be a counterpart to Nelsonôs 

Column in Trafalgar Square in the centre of London.  Figure 12 shows a sketch of the location 

of the KH antenna with respect to the monument, and it can be seen that in Figure 11 there is a 

conspicuous, slender shadow at this location.  However, the shadow seems too thin to be that 

of the WASSERMANN or KH antenna, so is perhaps most likely to be the shadow of the 

WASSERMANN-S tower without any antennas.  Figure 13 shows an aerial photograph of the 

L480 bunker of the TAUSENDFÜSSLER (Cherbourg) KH. 

 
 

Figure 10.  Plan of the L480 bunker type that housed the Klein Heidelberg radar (this example is 
from Stellung BIBER). The antenna was located over the cross on the left-hand side (from 

Radarstellung BIBER: Kustverdediging op Voorne 1940 ï 1945, Jeroen Rijpsma and Klaas van 
Brakel, 2005). 
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Figure 11.  Wartime aerial reconnaissance photograph of the area around the BULLDOGGE 
(Boulogne) KH. The Napoleon Monument is clearly visible to the right of the picture, and a 
shadow just to the south-west of that which is probably the Wassermann-S tower, though 

without antenna arrays (picture from Alain Chazette). 

 

 
 

Figure 12.  Sketch showing the location of the KH at BULLDOGGE (Boulogne) with respect to 
the Napoleon Monument  (picture from Alain Chazette). 
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Figure 13.  Wartime aerial reconnaissance photograph of the L480 bunker of the 
TAUSENDFÜSSLER (Cherbourg) KH  (picture from Alain Chazette). 

 

The now-declassified British intelligence reports show that British communications intercepts, 

deciphered at Bletchley Park, had come across the codename óHeidelbergô as early as 1942 but 

did not immediately realise its significance (Heidelberg Versuche referred to the German 

research program in HF radar [28]).  It was not until a German radar operator from Vaudricourt 

was captured and interrogated in the autumn of 1944 that the picture started to emerge.  The Air 

Scientific Intelligence Interim Report, Heidelberg [4] sets out clearly and succinctly the evidence 

and the conclusions, as well as the principles and the performance achieved.  Its author was 

A.D.I.(Science) ï who was R.V. Jones.  It gives the locations (latitude and longitude) of seven8 

radar stations where the characteristic antenna had been seen in aerial reconnaissance 

photographs.  It states that óthe maximum range claimed each day was usually about 450 kmô.  

It goes on to discuss the value of such a system to the enemy, other transmissions that might 

be used for the same purpose, and the nature of countermeasures that could be deployed 

against KH. 

It is interesting to note that there are several American names on the distribution list of this 

document, and of other documents of the same kind.  Despite this, it has not been possible to 

find any evidence that the ideas were pursued in the USA after the War. 

 

 

                                                           
8
 One of these (Castricum ï Stellung MAX) was the ELEFANT radar described in Section 2 and Appendix A, and 

not strictly a Klein Heidelberg. 
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4. TECHNICAL DESCRIPTION OF KLEIN HEIDELBERG 

The principle of operation of Klein Heidelberg is easily appreciated by bistatic radar engineers 

today ï as well as 60 years ago.  The Air Scientific Intelligence Interim Report, Heidelberg [4] 

provides the following description:  

The method is simple.  The reading on the range tube gives the difference between (i) the 

distance from the CH to the Wassermann and (ii) the length of the path CH ï aircraft ï 

Wassermann.  Since (i) is fixed and known, this determines (ii).  Hence the aircraft must lie 

on an ellipse whose foci are the CH and the Wassermann.  The position of the aircraft on 

the ellipse is then determined by taking a bearing. 

This basic principle is shown in Figure 14. 

 

 
 

Figure 14.  The differential range sum measurement of a target (RT + RR - L) of Figure 6 defines 
one of forty ellipses.  This measurement is rectified by the baseline L for a specific CH / KH pair 
and the resultant range sum (RT + RR) is plotted on a map with CH and KH as the foci.  Since 
the foci are fixed and known a priori, plotting the 40-ellipses can be done once ï and off-line ï 

for each CH / KH pair.  Thus target location is reduced to reading one of the forty ellipse 
markers from the A-scope, selecting the corresponding ellipse on the map and then plotting a 

radial line from KH corresponding to the measured angle of arrival of the target.  Then the target 
location is the intersection of the target bearing with the specified ellipse. 
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There are rather few surviving photographs of Klein Heidelberg.  A book on the Atlantikwall 

defences [29] has a photograph of some senior German officers which according to one source 

includes Generalfeldmarschall Gerd von Rundstedt, with the first KH at Boulogne 

(BULLDOGGE) in the background.  There are more of the Oostvoorne (BIBER) KH: one from 

Rijpsma (Figure 9) and several in the book by Rijpsma and van Brakel [27], including some 

taken of its demolition in 1948 (Figure 15).  Figure 8 shows two high resolution images of the 

Cherbourg (TAUSENDFÜSSLER) KH [30].  These show considerable damage, so were most 

likely taken after the area was recaptured by the Allies after the D-Day landings.  The upper 

image of Figure 8 seems similar to one in Trenkleôs book [25], but on closer inspection is 

certainly different. 

Based on various reports and photographs it is possible to piece together some of the technical 

details of Klein Heidelberg. 

 

 
 

Figure 15.  Demolition of the Klein Heidelberg at BIBER (Oostvoorne) in 1948  (pictures from 
Radarstellung BIBER: Kustverdediging op Voorne 1940 ï 1945, Jeroen Rijpsma and Klaas van 

Brakel, 2005). 
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The Klein Heidelberg antenna 

A sketch of the Klein Heidelberg antenna array is provided in the Air Scientific Intelligence 

Interim Report, Heidelberg [4], and gives a number of key dimensions (Figure 16).  The array 

was 30 m high × 22 m wide overall, and consisted of 18 l/2 dipoles arranged in 3 adjacent 

groups of 6, a quarter of a wavelength in front of a wire mesh reflector plane [6].  These were 

fed by open-wire transmission lines, which are clearly visible in Figure 16.  The azimuth 

beamwidth was about 45°, with two weaker sidelobes [6].  Trenkle [25] also states that KH did 

not measure target elevation. 

 
 

Figure 16.  Sketch of KH antenna from Air Scientific Intelligence Interim Report, Heidelberg [4].  
The open-wire transmission line feeders are clearly visible, as well as the 18 dipole elements. 
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The December 1944 interrogation report [5] stated that a KH antenna typically searched 100° 

azimuth sectors, but contacts could be followed beyond these limits as far as possible unless 

the operator received orders to the contrary.  In any case óéIt was forbidden to turn the aerial 

through more than 360Á in order to avoid placing undue strain on the cable connections.ô  

Evidently, rotary joints were not used for these systems. 

A fixed, modest gain antenna would have been needed to receive the direct signals from Chain 

Home, to give the instant of transmission of each Chain Home pulse and trigger the KH display.  

In the caption to a photograph of a Klein Heidelberg antenna, Trenkle [25] mentions a simple 

synchronization antenna consisting of a horizontal dipole on a 15 m high wooden mast (or 

tower), connected to the bunker via a balanced 2-lead screened HF cable.  This Hilfsantenne 

was located at a distance of 60 m from the main KH antenna [6]. 

 

The Klein Heidelberg receiving system and its operation 

The second Vaudricourt P/W provided the following details about KH receivers and associated 

equipment [5]9.  Two identical receivers were located one above the other in the bunkers.  The 

upper receiver was attached to the KH antenna to receive target echoes; the lower, or ólockingô 

receiver was attached to the auxiliary dipole to receive the CH direct path signal.  Both receivers 

had to be tuned to the frequency of a CH station, with each CH location and frequency 

displayed on a map. 

The heart of the KH receiving system was contained in a presentation unit known as the 

Wächter Gerät, or Wächter Device after Dipl.-Ing Wächter (see earlier).  This unit was a rather 

primitive box about 80 cm high by 60 cm wide, and included two identical, side by side cathode 

ray tubes (CRTs), about 12 cm in diameter, which were used for target range measurements in 

a circular A-scope configuration.  Bauer has identified this display tube as the magnetically-

deflected type LB13/40, and has reconstructed the likely form of the displays and circuitry and 

the way in which they were synchronized to the PRI of the CH pulses [31].  Also, based on the 

frequency of operation and on information in [6] on the power supplies for the receiver, he 

believes that the receiver used by KH is likely to have been the Fu.H.E.e (Funkhorch Empfänger 

type e), manufactured by Telefunken (Figure 17).  This was described in [16] as: óa modified 

version of a standard tank receiver, comprising one stage of RF amplification, local oscillator 

and mixer, four stages of 3 Mc/s IF, detector and one AF stage of amplification. The tubes used 

are all RV.12/P14, and the IF bandwidth is between 90 and 100 kc/sô. 

Von Gregor [6] describes the operation of the display: 

                                                           
9
 While the authors have not found further declassified comments about [5], it is their concerted opinion that the 

information in [5] is both persuasive and credible.  It is persuasive because this second P/W, although just a 20-year 

old Obergefreiter, equivalent to a private first class in the U.S. Army, was first promoted to the job of servicing the 

Vaudricourt KH, and then after two days of training under a Flieger Ingenieur mainly responsible for development 

of the KH, was also made chief operator.  And it is the authorsô opinion, based on a combined radar experience of 85 

years that a chief radar operator in any army has the best practical knowledge of his radarôs configuration, operation, 

capabilities and performance.  It is credible because the data mostly correlates with other data, and when it 

contradicts other data, it does so with persuasive evidence. 
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Figure 17.  The Telefunken Fu.H.E.e (Funkhorch Empfänger type e) receiver which was used 
with the Klein Heidelberg radar.  (photos: Arthur Bauer). 

 

The operator console itself comprised two CRTs with a circular basic trace. One provided an 

overview for the full PRI of 1/25s (i.e. 40 ms).  On the screen of this tube, all transmitters 

concurrently active on the selected carrier frequency and their relative phases could be 

observed.  The second CRT was the actual measurement instrument.  Its time-base covered 

the first 1/20 of the PRI, i.e. 2 ms, corresponding to a distance of 300 km.  Since the range 

of the equipment was greater than this, provision was made to switch between two 

consecutive time periods, to expand the range to 600 km. 

Figure 18 shows a sketch of the second, measurement CRT [5] and a photograph of the 

LB13/40 display itself [31].  This circular form of A-scope display is known as a J-scope [32]. 
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Figure 18.  Sketch of the circular CRT display used by Klein Heidelberg [5] and the actual 
LB13/40 tube (Bauer [31]).  The same display tube was used in the WÜRZBURG radar, where 

the 0 ï 40 scale corresponded to range in km. 

 

This second Vaudricourt P/W [5] described in considerable detail how the measurements were 

taken.  Operators started with the left hand tube, which displayed blips from many CH 

transmitters, all wandering ñéround the tube, mostly in an anti-clockwise direction.ò  Then by 

turning a knob marked óStªrkeô (gain) on the D/F receiver only one wandering blip could be 

displayed, which, when it reached zero, would be locked down with a coarse knob. 

Then the operators shifted attention to the 20-times more sensitive right hand tube, which 

displayed the same locked down blip near ï but not necessarily on ï its zero point.  The 
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operator would then lock the blip to its zero point with a fine knob.  The system was now 

synchronized to a specific CH transmitter and ready for searching. 

Once a target was detected, usually as a small blip a few mm above the circular trace, the 

antenna was turned to maximize the blip amplitude.  At this point a simultaneous azimuth (or 

angle-of-arrival) and ellipse marker reading would be taken and then plotted on a 1:300,000 

map for that specific CH station. 

Forty concentric ellipses were drawn on the map, each with the CH and KH as their foci ï one 

ellipse for each of the 40 marks on the CRT.  Thus intersection of the designated ellipse with the 

azimuth angle drawn from the KH foci located the target.  This data was then passed to the óAô 

Bunker by telephone ï the normal aircraft-reporting grid.  Figure 14 shows these ellipses, along 

with the target location technique. 

The P/W also reported problems with this process.  First, target blips that were much broader 

than those shown in Figure 18 could appear on the right hand scope, at times covering up to ten 

range ellipse markers.  At first, KH operators assumed they were seeing very large aircraft 

formations, but this proved to be incorrect. It was then attributed to some form of unidentified 

disturbance which, given the time of year (early summer) may well have been sporadic-E 

propagation. 

Second, the P/W reported that: 

Once a contact had been obtained, the operatorôs greatest difficulty was to hold the blips 

steady. It frequently happened that before a reading could be taken the zero blip, followed 

by the target blip, would begin to wander round the tube; when this occurred, the operator 

had to wait until the zero blip was back in the vertical position and locked again before he 

could once more attempt to take a reading from the target blip.  One of the main causes of 

blips wandering was small variations of voltage.  Attempts had been made to cure this by 

means of a voltage regulator, but without success. 

Third, he reported that: 

When the target aircraft were in what P/W called the ñdeadò area directly between the British 

transmitter and Vaudricourt, the Klein Heidelberg operator switched over to the second 

British transmitter used.  It took an efficient operator about 4/5 minutes to effect the switch-

over and be ready once more for operations. 

This ódeadô area is what we would now call the forward scatter region (Appendix C).  In this 

region the target RCS may be enhanced, but range and Doppler measurements are lost.  Only 

the targetôs location somewhere on the transmitter ï receiver baseline, or direct path, is known.  

WW2 French, Russian and Japanese forces exploited this phenomenon in trip-wire fences to 

alert air defences about aircraft penetration of specific areas.  Obviously KH, with its plethora of 

available transmitters, could afford to ignore the limited data obtained from this region by shifting 

to another transmitter ï at a 4 to 5 minute penalty in down time.   
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Propagation effects 

German radar scientists had been investigating the potential of HF radar since the autumn of 

1941, and had begun to appreciate the peculiarities of radio propagation at these frequencies, in 

particular finding that substantial ranges could be achieved by over-the-horizon propagation 

[33].  In 1943/44 the sunspot cycle [34] was at a minimum (Figure 19), so the likelihood of 

ionospheric sky-wave propagation at these frequencies would have been very low.  However, 

there would have been the possibility of sporadic-E ionization in early/mid summer, or of 

ionization due to meteor trails corresponding to meteor showers at specific times of year, which 

would cause anomalous propagation, and these may account for some of the effects that were 

observed. 

Chain Home, and therefore Klein Heidelberg, used horizontally-polarized signals.  This was 

because it was initially believed that an aircraft target behaved like a horizontal dipole, so 

horizontal polarization would give a stronger response than vertical polarization.  However, at 

horizontal polarization an antenna effectively generates an anti-phase mirror image in the 

ground, so the elevation-plane radiation pattern will tend to have a null in the direction of the 

horizon.  This would affect the coverage, both of CH and KH, of low-altitude targets at long 

range.  It would also affect the reception of the direct signal from CH by the horizontal dipole 

Hilfsantenne, but it is apparent that the one-way link budget would have been more than 

adequate to overcome the losses. 

 

 
 

Figure 19.  The sunspot cycle went through a minimum in 1943/44. This means that there would 
have been virtually no skywave ionospheric propagation at these frequencies, but perhaps 

occasional sporadic-E in late springtime and summer (adapted from [34]). 
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Klein Heidelberg deployment and operation 

The second Vaudricourt P/W continued with deployment and operational details of the 

Vaudricourt KH [5].  The KH antenna was erected on a Wassermann óchimneyô in May 1944, 

with the KH equipment (presentation screen, two éreceivers, a locking unit and a power pack) 

installed in the Wassermann bunker in mid-June 1944.  However, a Wassermann radar was 

never installed at this site, even though it was intended for use under ónormal conditionsô, with 

KH used  éif the Wassermann were jammed or gave unsatisfactory results. 

Examination of maps shows that the KH was installed at some distance from the other (active) 

radars at the Stellung to reduce the effect of interference from them. 

The KH was completed and underwent testing in June and July 1944, with operations starting 

óin earnestô in August ï and in the authorsô opinion, a remarkably short time period for any new 

radar deployment.  Then on 27 August 1944 éorders were received to dismantle the KH at 

Vaudricourt and to blow up the chimney and bunkers.  So this KH was properly operational for 

less than a month. 

During this time KH successfully hitchhiked off two CH transmitters at bearings of 306 and 348 

degrees from Vaudricourt, the two sites that gave the best view of air activity ébetween the 

South of England and the battle area.  The P/W reported that éthe most distant contact which 

he had measured with any success was at a range of 345 km [from KH], and éon average 

between 300 and 350 km.  The P/W also reported that the KH azimuth accuracy was ±10°. 

The P/W then reported éinstances in which the operator had obtained a contact and passed a 

position through to the óAô bunker, only to be told a few minutes later that there were no aircraft 

in the area concerned.  Again this is not surprising, considering that this situation represents 

one of the first attempts of multi-sensor target integration, and that such attempts using 

displaced and disparate sensors have remained a vexing problem throughout the 20th century.  

Sensor calibration, target registration and environmental conditions such a propagation, 

multipath and masking continue to plague the process.  However, had a Wasserman radar been 

co-located with the KH, as was done in other sites, common target detection and location test 

data could have been registered between the two ï with likely better operational results.  But it 

was a good start. 

 

 

 

5. KLEIN HEIDELBERG PERFORMANCE 

Several reports indicate that the measured detection range of Klein Heidelberg was substantial. 

Trenkle quotes a range óé mostly greater than 200 km, and on one occasion 398 kmô, a figure 

which comes originally from Hoffmannôs book [24].  Interrogation of the first P/W from 

Vaudricourt [4], includes the statement óé the maximum range claimed each day was usually 

about 450 kmô.  In contrast, the second, Vaudricourt P/W reports average detection ranges 

between 300 and 350 km.  In all cases these observed ranges are quite impressive. 
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The theoretical range performance of Klein Heidelberg can be extrapolated from the reported 

performance of Chain Home.  Swords [9] reports that an experienced Chain Home operator 

could detect a medium bomber at a height of 20 ï 25 kft at a maximum range RM of ~180 nmi 

(330 km).  The process is described in Appendix B, and the net effect, shown in Figure 20, is of 

a set of ovals of Cassini, weighted by the CH transmit antenna pattern.  Figure 20 has been 

calculated for the case of the KH at Oostvoorne and the CH at Dover, for which the baseline 

distance L is 210 km.  Information on the shape of the CH transmit antenna pattern and their 

pointing directions is provided in [9], [36] and [37], which show that the beamwidth of the 

forward lobe was about 100° and the pattern to the rear had a lobed structure with a front-to-

back ratio of about 10 dB.  The transmit beam of the CH at Dover pointed due east [37]. 

The detection ranges from this analysis are consistent with the reported values, though 

importantly the Figure shows how these depend on the geometry, in particular in the region 

behind the CH transmitter, which is consistent with Hoffmannôs statement that the detection 

range of KH ó ...covered large parts of central and eastern Englandô [24], and von Gregorôs 

statement that  óé incoming flights could already be detected when still over England, and could 

be followed all the way to Germanyô [6]. The operational significance of this coverage is 

discussed in the next section. 

 
 

Figure 20.  Comparative detection performance of the KH at Oostvoorne using the CH 
transmitter at Dover, against a medium bomber target, calculated using the approach described 

in Appendix B. Here, the 0 dB contour represents the equivalent performance to CH at an 
appropriate signal-to-noise ratio to allow detection, and the other contours represent 

correspondingly greater signal-to-noise ratios above that.  However, much of the rest of the 
coverage is very useful, particularly over the east of England where most of the Allied airfields 

were located. 
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Trenkle [25] gives the range accuracy of Klein Heidelberg as around 1 ï 2 km, and the angular 

accuracy as around ±3º, later ±1º.  Von Gregor [6] quotes a 5º accuracy, and states that a lobe-

switching modification was under development, but never reached practical deployment. In 

contrast, the second Vaudricourt P/W reports [5] a KH azimuth accuracy of ±10°. 

Appendix B also derives an expression for the way in which the spatial resolution of KH varies 

as a function of target position, which is plotted in Figure 21.  It can be seen that the bistatic cell 

size is close to the monostatic cell size at longer ranges (R > ~1.5L) at any azimuth angle, and 

whenever ɓ is small, but becomes much larger whenever the target approaches the baseline 

and R < L, corresponding to the ódead zoneô. 

In assessing the angular accuracy (as distinct from resolution) of KH, for an antenna beamwidth 

of 45° it is not apparent how the claimed accuracies of ±3° or 5º could have been achieved 

without the use of modern lobe- or beam-splitting techniques.  And ±1° appears beyond even 

this capability. However the ±10° report appears reasonable, considering that the antenna was 

manually rotated to maximize amplitude of the target return in a ópeak pickingô process, yielding 

a 2:1 to a 3:1 improvement in accuracy over the nominal beamwidth, depending on the signal-

to-noise ratio. 

 

 
Figure 21. Comparative resolution performance of KH with respect to that of CH, as a function 

of target position on the bistatic plane. 
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6. OPERATIONAL SIGNIFICANCE OF KLEIN HEIDELBERG 

First, consider KH coverage.  As shown in Figures 3 and 7, the KH receive sites were situated 

at baseline ranges, L, between 100 and 200 km from many of the cross-channel CH transmit 

sites.  Thus with a conservative estimate for KHôs equivalent monostatic range, RM, of 330 km, a 

single ï but now distorted ï oval of Cassini is generated, with average radius ~ 330 km, 

surrounding each pair of CH / KH sites10.  Thus coverage of one CH site would typically extend 

from the English mainland down into the French and/or German mainland.  Furthermore, with 

judicious selection of the many CH transmitters located along the South and East coasts of 

England, the net of six CH sites shown in Figure 7 could have generated contiguous and in 

many cases overlapping coverage of all direct allied bomber routes to France and Germany. 

Next, consider KH performance within its coverage region.  Two sectors are of interest:  

Forward Scatter and Bistatic.  When an air target flies over the English Channel, three of the 

southern KH sites in France must look northward, towards a CH transmitter to detect the target 

(Figure 7).  Thus the KH receiver must detect targets near the transmit-receive baseline where 

the bistatic angle b (defined in Figure 1) is large (approaching 180º).  As outlined earlier, this 

region is called the forward scatter sector, which at the frequencies used by CH (~30 MHz) and 

for a typical aircraft target, is many tens of degrees wide.  And as reported by the second 

Vaudricourt P/W, operation was not attempted in this sector. 

However, when the air target flies either a more northerly route, for example, over the lower end 

of the North Sea, or enters the European mainland coastline at any point, these three KH sites 

would now look in an easterly or southerly direction, away from the CH transmitters with much 

smaller bistatic angles.  Consequently, they operate in the bistatic sector where the accuracy of 

target state estimates (bearing and range) begin to approach those of a monostatic radar.  Thus 

KH would operate with both an alerting and a cueing capability ï that is, a full surveillance 

capability ï in these sectors. 

Similar arguments apply to the three, more northern KH sites in Figure 7, but in near opposition 

to the southern sites: no operation for targets over the lower end of the North Sea, where the 

bistatic angles are large, but a full surveillance capability in the English Channel as well as 

within the European mainland where the bistatic angles are small.  Thus if netted, the six KH 

sites could have provided near contiguous surveillance capabilities on air targets originating 

from the English mainland, subject of course, to uncertainties of multipath mitigation and height 

estimation. 

This ex post facto analysis, coupled with the newly acquired, interrogation data, strongly 

suggests that the Luftwaffe found KH to be a potentially useful adjunct to their Stellungen 

operations, particularly as an un-jammed, covert air surveillance asset, and sited them 

accordingly. 

Now we come to the critical question of this paper:  How well did KH work?  In particular, was 

there sufficient time between integration of KH into the German Kammhuber Line and 

                                                           
10

 Oval distortion is due to the CH transmit antenna pattern used in the calculations. 
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destruction of the Kammhuber Line following the Allied invasion in 1944 to improve their air 

defence operations?  Little hard evidence is available to answer these questions.  We know that 

the KH site at Vaudricourt (SKORPION) was operational for less than a month ï in August 1944 

ï before it was ordered dismantled.  But what about the other five sites?  The following sources 

provide clues. 

The first recorded indication that the Allies were aware of KH is the previously cited Air Scientific 

Intelligence Interim Report, Heidelberg, dated 24 November 1944 [4]  This intelligence was 

discussed at a meeting at the Air Ministry in Whitehall on 27 December, and the minutes [38] 

state that:  

The Chairman asked A.D.I. (Science) to outline the information at present available.  W/Cdr. 

Cecil said that, according to prisoner of war reports, the system had worked, though a 

certain amount of trouble had apparently been experienced in locking the receiver to the 

C.H. pulses.  The results achieved did not in general seem to be very accurate or reliable. 

Despite these prisoner of war reports, there was no indication that the system had proved 

satisfactory in operation, since the enemy had not been obtaining early warning of bomber 

attacks.... 

The Chairman then asked D.D. of Radar 2 whether it was considered that the system was a 

practical one.  S/Ldr Blakemore replied that there were no technical difficulties, although we 

had not ourselves attempted to use this method, since there were no suitable enemy 

transmissions which we could use.... 

W/Cdr Burges said that in the main there was good reason so far to think that the enemy 

was not obtaining any benefit from ñHeidelburgò (sic), even if it were being used, since there 

is no evidence of his being able to plot consistently though the ñMandrelò screen.  There had 

been a few instances of the enemy re-acting early to a raid, but in most cases a satisfactory 

reason had been found other than the possibility of ñHeidelburgò. 

The meeting then discussed the potential danger that ñHeidelburgò offered to our bomber 

offensive, and agreed that the menace could be sufficiently great to warrant the immediate 

consideration of countermeasures. 

So, while the current utility of KH was assessed as marginal-to-nonexistent, with no indication of 

improved air defence effectiveness that could not be attributed to other sources, its potential 

was sufficient to warrant immediate attention. 

Now the first P/W interrogation in the Air Scientific Intelligence Interim Report, Heidelberg is 

dated 24 November 1944 [4], and by that date all but Stellung BIBER would have been in Allied 

hands after the D-Day invasion. This document also states that the first KH at BULLDOGGE 

was operational by August 1943, with the remainder in service by the end of 1943, which of 

course conflicts with the start of KH Vaudricourt operation in August 1944, as reported by the 

second P/W [5].  This is confirmed by von Gregor [6], who placed the date by which three of 

them were operational six months later, by the summer of 1944.  If so, it would only have been a 

few weeks before most of the newly installed KH sites were overrun by the Allied advance 
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(Cherbourg was liberated on 27 June 1944, Ostend on 8 September and Boulogne on 22 

September, but the Netherlands not till the end of the War). 

Thus timing would explain why the enemy was not obtaining any benefit from KH: they simply 

were not around long enough to do so. Compounding this problem are the cited P/W reports 

that the KH at SKORPION suffered from accuracy and reliability problems.  This in itself is not 

unexpected considering that development of KH started in 1942, with deployment starting a 

year or so later. Under such an exceedingly tight schedule, it is surprising that anything worked. 

But the net result becomes a critical finding in itself. 

Second is the curious unannounced inspection of the KH installation at Oostvoorne (BIBER) by 

a mysterious Luftwaffe óLeutnant K¿nkelô, whose papers were all in order but no-one seemed to 

know about.  An account of this visit is given in Hoffmannôs book [24], quoting from the report of 

Oberfeldwebel Schultze who was the Head of the KH base and equipment troop at BIBER. This 

reports that during a tour of the site, Künkel stated he was tasked to have KH measure the 

trajectories of the V-1 and V-2 rockets.  The implication is that the KH at BIBER must have been 

operating well enough to warrant such a request.  Indeed, a post-war debriefing [39] reported 

that KH éoperators had seen rockets during the early part of their trajectory. 

Subsequently it was suggested that Künkel may have been a British spy or from the Resistance 

[11, 25, 40].  To add to this mystery, Phil Judkins has suggested that the infiltrator might have 

been from one of the Communist networks rather than from London.  Or that the Germans had 

several competing internal security networks (RSHA11 versus Gestapo é.), and thus the 

inspection was genuine, but the left hand did not know what the right hand was doing.  

Whatever his affiliation, the details of his visit are the significant part of this story. 

A third, truly impeccable source comes from R.V. Jones, who stated in a letter to Louis Brown 

that K¿nkel was ónot one of his men and that knowledge of Klein Heidelbergôs function came 

from the analysis of communications trafficô [11].  This statement is significant because, since 

KH was otherwise silent, the communications traffic Jones was referring to must have contained 

KH air target data passed up from third- and second-order Stellungen.  And of course that 

observation strongly implies that KH had entered some level of operational status. 

A fourth source also surfaced at this time: a few weeks after the Künkel inspection the British 

tried to put KH out of action by using óoscillator pulse-blocking [PRF jittering], but this effort was 

unsuccessfulô [40].  Although not stated, such knowledge must again have been gathered 

through communications intercepts.  Specifically, KH continued to send up useful air target data 

even when CH employed oscillator pulse-blocking. 

This finding was later confirmed by a statement by Oberstleutnant Hentz [39] that in October 

1944 the British had started jittering the 25 Hz PRF of CH, ébut in a very short time the 

German engineers had developed a system for locking on automatically and Heidelberg was 

able to continue working satisfactorily.  

Reference [41] elaborated on this fix, which apparently was not as easy as first reported: 
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Until British C.H. stations began pulse-jittering this system [KH] worked very well. About six 

months work was involved before jittering could be overcome and then, apparently not with 

100% success.  The solution had been to devise a discharge circuit which would allow the 

time base to sweep only on receipt of a C.H. impulse.  It was asked why such a circuit had 

not been employed in the first instance to obtain efficient synchronization.  Apparently it 

hadnôt occurred to them and had not been found necessary at first. 

The authors observe that like most radar fixes, ECCM is not added until needed, and that its 

need only occurs when effective ECM appears. 

The fifth source [4] is the previously quoted statement by the first P/W from Vaudricourt 

(SKORPION) that óéthe maximum range each day was usually about 450 kmô.  While the 450 

km value is suspect, the key phrase is óeach day,ô showing that KH at SKORPION must have 

been in or near full operation during August 1944, as reported by the second P/W.  It is curious 

that this rather astonishing quote was not assessed, or at least cited, during that Air Ministry 

meeting in Whitehall on 27 December 1944. 

Thus while the evidence is sparse and somewhat conflicting, it strongly suggests that KH 

became operational at least at a few sites.  To compound KHôs timing problem, several KH sites 

became the target of air attacks and were damaged, some while still under construction, and all 

of the sites (not just those close to the Normandy beaches) continued under attack in the period 

leading up to the D-Day invasion.  In fact, reference [6] may even imply that BREMSE (Ostend), 

AUERHAHN (Cap dôAntifer) and TAUSENDF¦SSLER (Cherbourg) never reached full 

operational status, and certainly pictures of the KH show substantial damage, evident in Figure 

812.  There would therefore have been very little opportunity ï with the exception of the first site 

at Boulogne (BULLDOGGE) and the one at Oostvoorne (BIBER) ï for KH to improve air 

defence operations, and this is illustrated by the red arrows marked in Figure 4.  Thus the short 

answer appears to be that KH arrived too late to be of much ï if any ï help. 

 

Klein Heidelberg and the D-Day landings 

It is interesting to consider the role of Klein Heidelberg in the D-Day landings (6 June 1944).  A 

map in Most Secret War [7] shows the disposition of radar stations along the north coast of 

France (Figure 22).  Of these, BULLDOGGE had had KH since late 1943, so would have been 

fully operational.  We know that the KH at SKORPION was not properly operational till August 

1944.  Those at AUERHAHN and TAUSENDFÜSSLER were under construction since early 

1944.  The Allies did not find out about KH till November 1944 [4], so were unaware of its 

existence at the time of the D-Day landings. 

A crucial part of the overall D-Day operation was the elaborate set of deceptions (OPERATION 

FORTITUDE), intended to sow doubt in the minds of the Germans about the location and timing 

of the invasion, and in particular feeding evidence to suggest that the invasion would be made 

at the Pas de Calais or towards Fécamp/Cap dôAntifer rather than Normandy.  These 
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deceptions are detailed in [43], and were notably successful, to the extent that Field Marshal 

von Rundstedt was reported to have remarked on 5 June 1944: óAs yet there is no immediate 

prospect of invasion.ô  A key part of the plan included Operations TAXABLE and GLIMMER, 

which were two óspoofô invasions consisting of chaff dropped by aircraft flying tightly controlled 

patterns, to give the effect to a radar of a large invading fleet moving at the appropriate rate.  

These were augmented by óFilbertsô (3 m radar corner reflectors inside Mk.IV balloons giving a 

response equivalent to a 5,000 ton ship), equipment carried in launches to generate the 

acoustic noise of an invasion force, as well as jamming, and spoof radio communications. 

 

Figure 22.  Map showing the disposition of German radar installations on the north coast of 
France at the time of the D-Day landings (adapted from Figure 23 of [7]). The deception 

operations TAXABLE and GLIMMER would have had limited effect on the Klein Heidelberg 
receivers, had they been properly operational. 

 

However, the chaff and jamming were aimed at the conventional FREYA, WASSERMANN and 

MAMMUT radars which operated around 140 MHz, and WURZBURGs which operated around 

560 MHz, and would not have been effective against KH !  In practice it is likely that most of the 

radar stations would have been put out of action by bombing prior to D-Day (for example, it is 

recorded that AUERHAHN was attacked on 11, 22, 23 and 30 May and 2 and 3 June 1944, and 

much the same must have been true for the other radar stations in northern France.  Having 

said that, it would have been necessary for the Allies to leave some of the radar stations 

operational in order for the deceptions to succeed, and maybe not all of the attacks were 

intended to hit their targets). 


